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Connectors, Model(s) Cat. No. M42474, followed by -2x, followed by 1 thru 12, followed by -0 or -2

Cat. No. M72, followed by 80 or 82, followed by -2 thru -20, followed by -0000 thru -9999, followed by blank, -S,
-00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 81 or 83, followed by -3, -5, -7, -9, -11, -13, -15, -17 or -19, followed by -0000 thru -9999,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 84, followed by -10, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru -9,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 84, followed by -11, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru
-10, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 84, followed by -12, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru
-11, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 84, followed by -13, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru
-12, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 84, followed by -14, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru
-13, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 84, followed by -15, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru
-14, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 84, followed by -16, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru
-15, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 84, followed by -17, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru
-16, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 84, followed by -18, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru
-17, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 84, followed by -19, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru
-18, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 84, followed by -2, followed by -A, -B or -C, followed by A, B or C, followed by -0 or -1,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 84, followed by -20, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru
-19, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 84, followed by -3, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru -2,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 84, followed by -4, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru -3,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 84, followed by -5, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru -4,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 84, followed by -6, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru -5,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)
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Cat. No. M72, followed by 84, followed by -7, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru -6,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 84, followed by -8, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru -7,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 84, followed by -9, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru -8,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 85, followed by -11, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru
-10, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 85, followed by -13, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru
-12, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 85, followed by -15, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru
-14, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 85, followed by -17, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru
-16, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 85, followed by -19, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru
-18, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 85, followed by -3, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru -2,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 85, followed by -5, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru -4,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 85, followed by -7, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru -6,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 85, followed by -9, followed by -A, -B or -C, followed by A, B or C, followed by -0 thru -8,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 86, followed by -10, followed by -0 thru -9, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 86, followed by -11, followed by -0 thru -10, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 86, followed by -12, followed by -0 thru -11, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 86, followed by -13, followed by -0 thru -12, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 86, followed by -14, followed by -0 thru -13, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 86, followed by -15, followed by -0 thru -14, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 86, followed by -16, followed by -0 thru -15, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 86, followed by -17, followed by -0 thru -16, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 86, followed by -18, followed by -0 thru -17, followed by blank, -S, -O0H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 86, followed by -19, followed by -0 thru -18, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 86, followed by -2, followed by -0 thru -1, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 86, followed by -20, followed by -0 thru -19, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 86, followed by -3, followed by -0 thru -2, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 86, followed by -4, followed by -0 thru -3, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 86, followed by -5, followed by -0 thru -4, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)
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Cat. No. M72, followed by 86, followed by -6, followed by -0 thru -5, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 86, followed by -7, followed by -0 thru -6, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 86, followed by -8, followed by -0 thru -7, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 86, followed by -9, followed by -0 thru -8, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 87, followed by -11, followed by -0 thru -10, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 87, followed by -13, followed by -0 thru -12, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 87, followed by -15, followed by -0 thru -14, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 87, followed by -17, followed by -0 thru -16, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 87, followed by -19, followed by -0 thru -18, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 87, followed by -3, followed by -0 thru -2, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 87, followed by -5, followed by -0 thru -4, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 87, followed by -7, followed by -0 thru -6, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 87, followed by -9, followed by -0 thru -8, followed by blank, -S, -00H, -02H or -03H,
followed by (2) or (4)

Cat. No. M72, followed by 88, followed by -10, followed by -A or -B, followed by A or B, followed by -0 thru -9,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 88, followed by -11, followed by -A or -B, followed by A or B, followed by -0 thru -10,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 88, followed by -12, followed by -A or -B, followed by A or B, followed by -0 thru -11,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 88, followed by -13, followed by -A or -B, followed by A or B, followed by -0 thru -12,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 88, followed by -14, followed by -A or -B, followed by A or B, followed by -0 thru -13,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 88, followed by -15, followed by -A or -B, followed by A or B, followed by -0 thru -14,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 88, followed by -16, followed by -A or -B, followed by A or B, followed by -0 thru -15,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 88, followed by -17, followed by -A or -B, followed by A or B, followed by -0 thru -16,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 88, followed by -18, followed by -A or -B, followed by A or B, followed by -0 thru -17,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 88, followed by -19, followed by -A or -B, followed by A or B, followed by -0 thru -18,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 88, followed by -2, followed by -A or -B, followed by A or B, followed by -0 thru -1,
followed by blank,-S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 88, followed by -20, followed by -A or -B, followed by A or B, followed by -0 thru -19,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 88, followed by -3, followed by -A or -B, followed by A or B, followed by -0 thru -2,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 88, followed by -4, followed by -A or -B, followed by A or B, followed by -0 thru -3,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)
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Cat. No. M72, followed by 88, followed by -5, followed by -A or -B, followed by A or B, followed by -0 thru
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

4,
Cat. No. M72, followed by 88, followed by -6, followed by -A or -B, followed by A or B, followed by -0 thru -5,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 88, followed by -7, followed by -A or -B, followed by A or B, followed by -0 thru -6,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 88, followed by -8, followed by -A or -B, followed by A or B, followed by -0 thru -7,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 88, followed by -9, followed by -A or -B, followed by A or B, followed by -0 thru -8,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 89, followed by -11, followed by -A or -B, followed by A or B, followed by -0 thru -10,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 89, followed by -13, followed by -A or -B, followed by A or B, followed by -0 thru -12,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 89, followed by -15, followed by -A or -B, followed by A or B, followed by -0 thru -14,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 89, followed by -17, followed by -A or -B, followed by A or B, followed by -0 thru -16,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 89, followed by -19, followed by -A or -B, followed by A or B, followed by -0 thru -18,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 89, followed by -3, followed by -A or -B, followed by A or B, followed by -0 thru -2,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 89, followed by -5, followed by -A or -B, followed by A or B, followed by -0 thru -4,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 89, followed by -7, followed by -A or -B, followed by A or B, followed by -0 thru -6,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 89, followed by -9, followed by -A or -B, followed by A or B, followed by -0 thru -8,
followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 90, followed by -10, followed by -A, -B or -C, followed by A, B or C, followed by -1 thru
-10, followed by -0 thru -9, followed by blank, -S, -O00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 90, followed by -11, followed by -A, -B or -C, followed by A, B or C, followed by -1 thru
-11, followed by -0 thru -10, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 90, followed by -12, followed by -A, -B or -C, followed by A, B or C, followed by -1 thru
-12, followed by -0 thru -11, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 90, followed by -13, followed by -A, -B or -C, followed by A, B or C, followed by -1 thru
-13, followed by -0 thru -12, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 90, followed by -14, followed by -A, -B or -C, followed by A, B or C, followed by -1 thru
-14, followed by -0 thru -13, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 90, followed by -15, followed by -A, -B or -C, followed by A, B or C, followed by -1 thru
-15, followed by -0 thru -14, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 90, followed by -16, followed by -A, -B or -C, followed by A, B or C, followed by -1 thru
-16, followed by -0 thru -15, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 90, followed by -17, followed by -A, -B or -C, followed by A, B or C, followed by -1 thru
-17, followed by -0 thru -16, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 90, followed by -18, followed by -A, -B or -C, followed by A, B or C, followed by -1 thru
-18, followed by -0 thru -17, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 90, followed by -19, followed by -A, -B or -C, followed by A, B or C, followed by -1 thru
-19, followed by -0 thru -18, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 90, followed by -20, followed by -A, -B or -C, followed by A, B or C, followed by -1 thru
-20, followed by -0 thru -19, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 90, followed by -4, followed by -A, -B or -C, followed by A, B or C, followed by -1 thru -4,
followed by -0 thru -3, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 90, followed by -5, followed by -A, -B or -C, followed by A, B or C, followed by -1 thru -5,
followed by -0 thru -4, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)
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Cat. No. M72, followed by 90, followed by -6, followed by -A, -B or -C, followed by A, B or C, followed by -1 thru
followed by -0 thru -5, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

6,

Cat. No. M72, followed by 90, followed by -7, followed by -A, -B or -C, followed by A, B or C, followed by -1 thru
followed by -0 thru -6, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

7,

Cat. No. M72, followed by 90, followed by -8, followed by -A, -B or -C, followed by A, B or C, followed by -1 thru
followed by -0 thru -7, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

8,

Cat. No. M72, followed by 90, followed by -9, followed by -A, -B or -C, followed by A, B or C, followed by -1 thru
followed by -0 thru -8, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

9,
Cat. No. M72, followed by 91, followed by -11, followed by -A, -B or -C, followed by A, B or C, followed by -1 thru
-11, followed by -0 thru -10, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 91, followed by -13, followed by -A, -B or -C, followed by A, B or C, followed by -1 thru
-13, followed by -0 thru -12, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 91, followed by -15, followed by -A, -B or -C, followed by A, B or C, followed by -1 thru
-15, followed by -0 thru -14, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 91, followed by -17, followed by -A, -B or -C, followed by A, B or C, followed by -1 thru
-17, followed by -0 thru -16, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 91, followed by -19, followed by -A, -B or -C, followed by A, B or C, followed by -1 thru
-19, followed by -0 thru -18, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 91, followed by -3, followed by -A, -B or -C, followed by A, B or C, followed by -1 thru -3,
followed by -0 thru -2, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 91, followed by -5, followed by -A, -B or -C, followed by A, B or C, followed by -1 thru -5,
followed by -0 thru -4, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 91, followed by -7, followed by -A, -B or -C, followed by A, B or C, followed by -1 thru -7,
followed by -0 thru -6, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M72, followed by 91, followed by -9, followed by -A, -B or -C, followed by A, B or C, followed by -1 thru -9,
followed by -0 thru -8, followed by blank, -S, -00H, -02H or -03H, followed by (2) or (4)

Cat. No. M7235, followed by R or blank, followed by -2 thru -20, followed by -A, -B or -C, followed by A, B or C,
followed by -0 thru -19, followed by -00H, -02H, -03H, -04H, -15H, -30H or blank, followed by (2) or (4)

Cat. No. M7236, followed by R or blank, followed by -2 thru -20, followed by -0 thru -19, followed by -00H, -02H,
-03H, -04H, -15H, -30H or blank, followed by (2) or (4)

Cat. No. M7237, followed by R or blank, followed by -2 thru -20, followed by -A, -B or -C, followed by A, Bor C,
followed by -0 thru -19, followed by -00H, -02H, -03H, -04H, -15H, -30H or blank, followed by (2) or (4)

Cat. No. M7238, followed by R or blank, followed by -2 thru -20, followed by -0 thru -19, followed by -00H, -02H,
-03H, -04H, -15H, -30H or blank, followed by (2) or (4)

Cat. No. M7239, followed by R or blank, followed by -2 thru -20, followed by -A or -B, followed by A or B, followed by

-0 thru -19, followed by -00H, -02H, -03H, -04H, -15H, -30H or blank, followed by (2) or (4)

Cat. No. M7242, followed by R or blank, followed by -2 thru -20, followed by -1 thru -20, followed by -0 thru -19,
followed by -00H, -02H, -03H, -04H, -15H, -30H or blank, followed by (2) or (4)

Cat. No. M7243, followed by R or blank, followed by -2 thru -20, followed by -A, -B or -C, followed by A, Bor C,
followed by -1 thru -20, followed by -0 thru -19, followed by -00H, -02H, -03H, -04H, -15H, -30H or blank, followed
by (2) or (4).

Cat. No. M7260, followed by R or blank, followed by -2 thru -10, followed by -0000 thru -9999, followed by -00H,
-02H, -03H, -04H, -15H, -30H or blank, followed by (2) or (8).

Cat. No. M7261, followed by R or blank, followed by -2 thru -10, followed by -A, -B or -F, followed by A, Bor F,
followed by -0 thru -9, followed by -00H, -02H, -03H, -04H, -15H, -30H or blank, followed by (2) or (8)

Cat. No. M7262, followed by R or blank, followed by -2 thru -10, followed by -1 thru -9, followed by -0 thru -9,
followed by -00H, -02H, -03H, -04H, -15H, -30H or blank, followed by (2) or (8)

Cat. No. M7263, followed by R or blank, followed by -2 thru -10, followed by -A, -B or -F, followed by A, B or F,
followed by -1 thru -9, followed by -0 thru -9, followed by -00H, -02H, -03H, -04H, -15H, -30H or blank, followed by
(2) or (8)

Cat. No. P2509-8-08.

Cat. No. P4201, followed by -1, followed by x, followed by 2 thru 8, followed by blank or -K, followed by -A or -B
Cat. No. P4201, followed by -2, followed by x, followed by 1 thru 12, followed by blank or -K, followed by -A or -B

Cat. No. P42474, followed by -2, followed by x, followed by 2 thru 12, followed by -T
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Cat. No. P42475, followed by -2, followed by x, followed by 1 thru 12, followed by -A or -B, followed by (B)
Cat. No. P42475, followed by -2, followed by x, followed by 2 thru 12, followed by -T.

Cat. No. P42475-2x3-C

Cat. Nos. M2541, followed by R or blank, followed by -2 or -12, followed by -B, followed by -K.

Cat. Nos. M4257, followed by R, may followed by D, followed by -2X, followed by 1 thru 12, followed by -W, -B or -R,
may followed by -D or -L

Cat. Nos. M5003, followed by -2 thru -12, followed by -A thru -E, followed by A thru E, followed by -0 thru -20,
followed by blank, -S, -00H, -02H, -03H, -15H, -20H, -30H

Cat. Nos. M5004, followed by -2 thru -12, followed by -A thru -E, followed by A thru E, followed by -0 thru -21,
followed by -0 thru -20, followed by blank, -S, -00H, -02H, -03H, -15H, -20H, -30H.

Cat. Nos. M5005, followed by -2 thru -12, followed by -W, -b, -G, -N, followed by -000 thru -1200, followed by -00, -
A0 thru -K9, followed by blank, -S, -00H, -02H, -03H, -15H, -20H, -30H

Cat. Nos. M5006, followed by -1 thru -12, followed by -W, -b, -G, -N, followed by -000 thru -1200, followed by -00, -
A0 thru -K9, followed by blank, -S, -00H, -02H, -03H, -15H, -20H, -30H.

Cat. Nos. M5007, followed by -2 thru -8, followed by -W, -b, -G, -N, followed by -000 thru -1200, followed by -00, -
A0 thru -K9, followed by -S, -00H, -02H, -03H, -15H, -20H, -30H.

Cat. Nos. M5601-2-0 and M5602-2-O

Cat. Nos. M72, followed by 30 , followed by -2 thru -20, followed by -0000 thru -9999, followed by 2B, 2M, 00, 02 or
S

Cat. Nos. M72, followed by 64, followed by -2 thru -10, followed by -0000 thru -9999, followed by 2B, 2M, 00, 02 or
S

Cat. Nos. M7234 and M7234R, followed by -2 thru -20, followed by -0000 thru -9999, followed by -00H, -02H, -03H,
-04H, -15H, -30H or blank, followed by (2) or (4)

Cat. Nos. M7270 or M7271, followed by -2 thru -10, followed by -0000 thru -9999, followed by blank, - S, -00H, -02H
or -03H

Cat. Nos. M7272, followed by -10, followed by -A, -B, -C, -D or -E, followed by A, B, C, D or E, followed by -0 thru -9,
followed by blank, -S, -00H, -02H or -03H

Cat. Nos. M7272, followed by -2, followed by -A, -B, -C, -D or -E, followed by A, B, C, D or E, followed by -0 thru -1,
followed by blank, -S, -00H, -02H or -03H

Cat. Nos. M7272, followed by -3, followed by -A, -B, -C, -D or -E, followed by A, B, C, D or E, followed by -0 thru -2,
followed by blank, -S, -00H, -02H or -03H

Cat. Nos. M7272, followed by -4, followed by -A, -B, -C, -D or -E, followed by A, B, C, D or E, followed by -0 thru -3,
followed by blank, -S, -00H, -02H or -03H

Cat. Nos. M7272, followed by -5, followed by -A, -B, -C, -D or -E, followed by A, B, C, D or E, followed by -0 thru -4,
followed by blank, -S, -00H, -02H or -03H

Cat. Nos. M7272, followed by -6, followed by -A, -B, -C, -D or -E, followed by A, B, C, D or E, followed by -0 thru -5,
followed by blank, -S, -00H, -02H or -03H

Cat. Nos. M7272, followed by -7, followed by -A, -B, -C, -D or -E, followed by A, B, C, D or E, followed by -0 thru -6,
followed by blank, -S, -00H, -02H or -03H

Cat. Nos. M7272, followed by -8, followed by -A, -B, -C, -D or -E, followed by A, B, C, D or E, followed by -0 thru -7,
followed by blank, -S, -00H, -02H or -03H

Cat. Nos. M7272, followed by -9, followed by -A, -B, -C, -D or -E, followed by A, B, C, D or E, followed by -0 thru -8,
followed by blank, -S, -00H, -02H or -03H

Cat. Nos. M7273, followed by -10, followed by -A, -B, -C, -D or -E, followed by A, B, C, D or E, followed by -1 thru -10,
followed by -0 thru -9, followed by blank, -S, -00H, -02H or -03H

Cat. Nos. M7273, followed by -2, followed by -A, -B, -C, -D or -E, followed by A, B, C, D or E, followed by -1 thru -2,
followed by -0 thru -1, followed by blank, -S, -00H, -02H or -03H

Cat. Nos. M7273, followed by -3, followed by -A, -B, -C, -D or -E, followed by A, B, C, D or E, followed by -1 thru -3,
followed by -0 thru -2, followed by blank, -S, -00H, -02H or -03H

Cat. Nos. M7273, followed by -4, followed by -A, -B, -C, -D or -E, followed by A, B, C, D or E, followed by -1 thru -4,
followed by -0 thru -3, followed by blank, -S, -00H, -02H or -03H

Cat. Nos. M7273, followed by -5, followed by -A, -B, -C, -D or -E, followed by A, B, C, D or E, followed by -1 thru -5,
followed by -0 thru -4, followed by blank, -S, -00H, -02H or -03H
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Cat. Nos. M7273, followed by -6, followed by -A, -B, -C, -D or -E, followed by A, B, C, D or E, followed by -1 thru
followed by -0 thru -5, followed by blank, -S, -00H, -02H or -03H

6,

Cat. Nos. M7273, followed by -7, followed by -A, -B, -C, -D or -E, followed by A, B, C, D or E, followed by -1 thru
followed by -0 thru -6, followed by blank, -S, -00H, -02H or -03H

7,

Cat. Nos. M7273, followed by -8, followed by -A, -B, -C, -D or -E, followed by A, B, C, D or E, followed by -1 thru
followed by -0 thru -7, followed by blank, -S, -00H, -02H or -03H

8,

Cat. Nos. M7273, followed by -9, followed by -A, -B, -C, -D or -E, followed by A, B, C, D or E, followed by -1 thru
followed by -0 thru -8, followed by blank, -S, -00H, -02H or -03H

9,

Cat. Nos. P2541, followed by -2 thru -12, followed by -B, followed by -K or blank, followed by -T or blank.
Cat. Nos. P2542, followed by -2 thru -12, followed by -B, followed by -T or blank.

Cat. Nos. P4200, followed by -1X, followed by 2 thru 8, followed by -A or -B

Cat. Nos. P4200, followed by -1X3, followed by -A or -B, followed by (L)

M2002, followed by -2 thru -15, followed by -W, -B or -G,P1020, followed by -1x2, -1x3, -2x2, -2x3, -2x4, -2x5, -2x6,
-2X7, -2x8, -2x9, -2x10, -2x11, -2x12, -3x3, -followed by -N or -W, followed by -H-A.

M2040-2-b thru M2040-14-b, M2040-2-R thru M2040-14-R
M2050, followed by -2 thru -17, followed by -R, -Y, -W, -b, -B or -G, followed by -R or blank.

M2051-2 thru M2051-17, M2051-2-P thru M2051-17-P, M2051-2-R thru M2051-17-R, M2051R-2 thru M2051R-24,
M2051R-2-P thru M2051R-24-P, M2051R-2-R thru M2051R-24-R, M2545-2 thru M2545-16, M2545-2-K thru M2545-
16-K, M2546-2-B-H thru M2546-14-B-H, M3965-2 thru M3965-20, M3965-2-K thru M3965-20-K, M3965R-2 thru
M3965R-20, M3965R-2-K thru M3965R-20-K

M7060 or M7060R, followed by -2 thru -24, followed by -R, -O, -W, -Y, -N or -B, followed by -R, -P or blank.

M7060(I)-2 thru M7060(I)-16, M7060(I)-20, M7060(I)-20R, M7060(I)-2R thru M7060(I)-16R, M7060(I)R-2 thru
M7060(I)R-16, M7060(I)R-20, M7060(I)R-20R, M7060(I)R-2R thru M7060(I)R-16R

M9848, followed by -1x2, -1x3, -1x4, -1x5, -1x6, -1x7, -1x8, -3x2, -3x3, -3x4 or -3x5, followed by -A, -B, -W or -R.
followed by -H.

P1010, followed by -1x1, -1x2, -1x3, -2x2, -2x3, -2x4, -2X5, -2x6, -2x7, -2x8, -2x9, -2x10, -2x11, -2x12, or -3x3,
followed by -N or -W. followed by -H.

P1020, followed by -1x1, -1x2, -1x3, -2x2, -2x3, or -3x3, followed by -N or -W. followed by -H.

P3020, followed by -1x2, -1x3, -1x4, -1x5, -1x6, -2x1, -2x2, -2x3, -2x4, -2x5, -2x6, -2x7, -2x8, -2x9, -2x10, -2x11, or
-2x12, followed by -N, -W or -B. followed by -K or -C.

P3020, followed by -1x7, -1x8, -1x9, -1x10, -1x11 or -1x12, followed by -N, -W or -B. followed by -C.

P3025, followed by -1x2, -1x3, -1x4, -1x5, -1x6, -2x1, -2x2, -2x3, -2x4, -2x5, -2x6, -2x7, -2x8, -2x9, -2x10, -2x11, or
-2x12, followed by -N, -W or -B. followed by -H.

P42474, followed by -2, followed by x, followed by 2 thru 12, followed by *, followed by A or B.
P42474-2x-2-A thru P42474-2x-18-A, P42474-2x-2-B thru P42474-2x-18-B
P42475, followed by -2, followed by x, followed by 2 thru 12, followed by *, followed by A or B.
P42475-2x-2-A thru P42475-2x-18-A, P42475-2x-2-B thru P42475-2x-18-B

P9848, followed by -1x1, -1x2, -1x3, -1x4, -1x5, -1x6, -1x7, -1x8, -2x3, -3x3, -3x4 or -3x5, followed by -A, -B, -W or -
R, followed by -H or -A, followed by -A or -B

P9858, followed by -1x1, -1x2, -1x3, -1x4, -1x5, -1x6, -1x7, -1x8, -3x2, -3x3, -3x4 or -3x5, followed by -A, -B, -W or -
R, followed by -A or -B, followed by -H, followed by -A or -B.

P9910-2-B-H-A, P9910-2-B-H-B, P9910-3-B-H-A, P9910-3-B-H-B, P9910-4-B-H-A, P9910-4-B-H-B, P9910-5-B-H-A,
P9910-5-B-H-B, P9910-6-B-H-A, P9910-6-B-H-B, P9920-2-B-H-A, P9920-2-B-H-B, P9920-3-B-H-A, P9920-3-B-H-B
P9920-4-B-H-A, P9920-4-B-H-B, P9920-5-B-H-A, P9920-5-B-H-B, P9920-6-B-H-A, P9920-6-B-H-B

Model(s) Cat. Nos. M42404, followed by R, may followed by D, followed by -2X, followed by 1 thru 12, followed by -
W, -B or -R, may followed by -D or -L.

Model(s) Cat. Nos. M4257, followed by R or blank, ,followed by -1x, followed by 2 thru 6, followed by -W or -N,
followed by blank, -L or -D

Model(s) Cat. Nos. M9920, may followed by R, followed by -2 thru -6, followed by -B.
Model(s) Cat. Nos. P4200, followed by -2X, followed by 1 thru 12, followed by -A or -B, may be followed by (B) or (C)
Model(s) Cat. Nos. P42474, followed by -2X, followed by 1 thru 12, followed by -A, may followed by (B) or (C).
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Model(s) Cat. Nos. P9910, followed by -2 thru -6, followed by -B, followed by -H.

Model(s) Cat. Nos. P9920, followed by -2 thru -6, followed by -B, followed by -H.

Marking: Company name or tradename "HRB" and model designation on the device or carton.
Last Updated on 2015-08-01
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